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Installation, utilities and routine maintenance for the TensileMill CNC Classic Upgrade, the heavy-

duty FANUC-controlled system for flat tensile and impact specimen preparation. 

Product page: www.tensilemillcnc.com/classic-upgrade-flat-tensile-test-sample-preparation-machine 

At a Glance 

Power supply 
220 V three-phase, 50/60 Hz, 52 A, 12.5 kW (voltage tolerance 200–

240 V) 

Receptacle 3-prong, 52 A, or hardwired to the electrical panel terminal 

Water connection Not required 

Compressed air Required: 10 mm OD hose, 86–116 psi (5.9–8.0 bar) 

Suggested floor area 72 × 72 in (1,829 × 1,829 mm) 

Machine size, door closed 59 × 53 × 79 in (1,500 × 1,350 × 2,000 mm), 2,640 lb (1,200 kg) 

Machining coolant Internal recirculating chamber, change every 6–12 months 

Distilled water Required for the machining coolant system 

Way lube oil ISO 68 equivalent, supplied by the customer 

 

Power and Installation 

1.  What are the power and amperage requirements for the TensileMill 

CNC Classic Upgrade? 

The Classic Upgrade requires a 220 V three-phase supply and 52 A. Total rated power is 12.5 kW. 

The voltage tolerance is 200–240 V. 

2.  What receptacle does the TensileMill CNC Classic Upgrade need? 

A 3-prong, 52 A receptacle. Plug the machine into the receptacle, or hardwire it to the terminal in 

the lower left corner of the electrical panel. 

3.  Does the TensileMill CNC Classic Upgrade require a water 

connection? 

No. The machine is equipped with standard recirculating coolant and way lube systems, so no 

water connection is required. 

https://www.tensilemillcnc.com/classic-upgrade-flat-tensile-test-sample-preparation-machine
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The Classic Upgrade is a floor-standing system and can be installed to suit your layout. As an 

option, we recommend tilting the machine slightly towards the right front side to improve fluid 

circulation. 

4.  Does the TensileMill CNC Classic Upgrade require an air 

connection? 

Yes. The machine requires a compressed air connection with a 10 mm OD hose. The supply 

pressure should be between 86 and 116 psi (5.9–8.0 bar). 

5.  How much floor space does the TensileMill CNC Classic Upgrade 

need? 

The suggested floor area (L × W) is 72 × 72 in (1,829 × 1,829 mm). 

With the door closed, the machine measures 59 × 53 × 79 in (1,500 × 1,350 × 2,000 mm) and 

weighs 2,640 lb (1,200 kg). The cast body sits on casters, so it can be repositioned when needed. 

Fluids and Maintenance 

6.  What coolant does the TensileMill CNC Classic Upgrade use, and 

how often should it be changed? 

The Classic Upgrade is equipped with an internal recirculating fluid chamber. Change the fluid 

every 6–12 months. 

As a general rule, the spindle cooling fluid only needs to be changed once a year, and the cutting 

fluid should be topped up when it gets low. Recommended coolant brands include Cimcool, 

Hocut and Blaser. 

7.  Does the TensileMill CNC Classic Upgrade require distilled water for 

operation? 

Yes. The TensileMill CNC Classic Upgrade requires distilled water for its machining coolant 

system. 

8.  What way lube oil does the TensileMill CNC Classic Upgrade use? 

The Classic Upgrade comes standard with a way lube system; the lubricating oil is purchased 

separately. Use ISO 68 equivalent way lube. Suitable brands include Mobil, Shell and Irving. 
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Fixtures and Specimens 

9.  What fixtures come with the TensileMill CNC Classic Upgrade 

turnkey package? 

The Classic Upgrade comes standard with a triple sample fixture, designed to maximize 

throughput and minimize operator time. It holds three samples, or three sample stacks, of up to 

1.5 in (38 mm). 

The operator selects a preset in the software, starts the machine and moves on to other work 

while the specimens are prepared. 

The clamping set includes regular, sub-size and large clamps, configured to your requirements 

as part of the Turnkey Solution Package. 

 
Standard triple sample clamping fixture. 

10.  Can the TensileMill CNC Classic Upgrade fixture prepare impact 

specimens? 

Yes. The clamping fixture doubles as an impact specimen preparation fixture for 10 × 10 × 55 mm 

and 7.5 × 10 × 55 mm specimens. It holds up to 8 samples at once and saves up to 90% of 

preparation time. 

Starting blank dimensions for rectangular impact specimens: 

Specimen Dimension Min.–max. blank size 

10 × 10 × 55 mm Width and thickness 11.5–15.5 mm (0.45–0.61 in) 

10 × 10 × 55 mm Length 56.5–61 mm (2.22–2.40 in) 

7.5 × 10 × 55 mm 10 mm side 11.5–15.5 mm (0.45–0.61 in) 

7.5 × 10 × 55 mm 7.5 mm side 9–15.5 mm (0.35–0.61 in) 

7.5 × 10 × 55 mm Length 56.5–61 mm (2.22–2.40 in) 
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The starting width and thickness of the stock do not need to be the same. 

 
Impact specimen blanks clamped in the fixture. 

Software and Upgrades 

11.  What control software comes standard with the TensileMill CNC 

Classic Upgrade? 

The Classic Upgrade comes standard with a FANUC controller with the integrated TensileSoft 2.0 

package, operated from a 10.4 in touchscreen (FANUC 0i-MF Plus). 

This integration is the world's first to provide a user-friendly tensile and impact specimen 

preparation procedure, suited to both inexperienced and experienced CNC machinists. 

Consumables and Spare Parts 

12.  What consumables does the TensileMill CNC Classic Upgrade use, 

and are they readily available? 

The Classic Upgrade comes standard with an end mill recommended for your material as part of 

the Turnkey Solution Package. Softer materials need different end mills than harder ones, so our 

engineers recommend tooling based on the material type, its hardness and your milling volume. 

TensileMill end mills are designed specifically for tensile specimen preparation and last longer 

than comparable end mills. Buy them from TensileMill CNC Inc. or through your preferred local 

tooling distributor. 

13.  Which spare parts may the TensileMill CNC Classic Upgrade need, 

and are they readily available? 

Apart from end mills, the spindle may need replacement after a few years of heavy use. 

Most spare parts and consumables are available in-house or can be delivered within days to a 

few weeks. 
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Need Help? 
Our support team helps with installation planning, maintenance, consumables and spare parts 

for the TensileMill CNC Classic Upgrade. 

Request a quote or parts: tensilemillcnc.com/quote 

Consumables and spare parts: tensilemillcnc.com/consumables 

Contact support: tensilemillcnc.com/contact 

Toll free: +1 (877) 672 2622   |   sales@tensilemillcnc.com 

https://www.tensilemillcnc.com/quote?interested_in=TensileMill%20CNC%20Classic%20Upgrade
https://www.tensilemillcnc.com/consumables
https://www.tensilemillcnc.com/contact

